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1. System Overview

CP2400/1/2/3 devices are fixed function LCD drivers that can also be used for expanding GPIO, timekeeping, and
increasing available system RAM by up to 256 bytes. The device is controlled using direct and indirect internal
registers accessible through the 4-wire SPI or 2-wire SMBus interface. All digital pins on the device are 5V
tolerant.

Power On = Port I/O Corfiguration  ———

Reset [} PO.O/LCDO

[ et D FO.1/LCDH
j— es

RST [4 > > GPIOBpander | % FO.2ILCD2

Power Net | L] Pot O |« PO.3/LCD3

VED K ee 1V [ oga ™ Drivers 5 FO4/LCD4

Power

= FosILCDS
e 2 x Timer (16-hit) b4 PO.77LCD7
5 Pi.oLCDs
Veragemert = P1LcDe
X P127.CD10
Poit 1 5 Pi3LCDi
> 256Byte SRAM ™| Drivers 5 P1.4/LCD12
= P15LCD13
= P1eLcD4

M?gg é . 5 P1.71LCD15
Moo B - Lo = F2oLcDie

(4wire) = P2ALCD17
ss SFR 5 P22/LCD18

INT X« Bus Port 2 M P23LCD19
™ Crivers ] P24/LCD20

M P25/LCD21
M4 Pze/LcD22
Host Interface M P27/LCD23
5 P3.0/LCD24
o P 54 P3.1/LCD25

20ME | LCD Control ] P3.2/1CD26
Oscilltor Port 3 3 P3.3/LCD27

Charge Drivers ] P3.4/LCD28
Extemnal Purmp =] P3.5/LCD29

CMOS Clock o 1 *RJ P36&LCDe0
= > P3.7/LCD31

XTALT [X] MUX Decode Logic 54 P4.0/CONMD
SmeRTClock | J Port 4 59 P4.1/COMN

XTALZ 4 sallater | Drivers 5 P4.2/00MER
System Qlock Segment RAM pd P43/
Corffiguration —[< cAP

Power Power <] POS/ILCDS
GND |Z—<|7

ClK [

Figure 1.1. CP2400 Block Diagram
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Part 0
Drivers

5 FO.0/LCDO
5 FO.1/LCD1
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v
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Drivers
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Drivers
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Drivers

M P27/LCD23
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< P3.1/LCD25

M P3.2/LCD26
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1 P3.4/LCD28
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Drivers

P P37/LCD31

<] P4.0/COVD
< P4.1/COMH
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Power On = Poit /0 Configuration
Reset
RST [X | rese > b GPIOExpander
Power Net | Ey—|
VDD s LR o
Poner + Power
GND [X]
_<|7 > 2 x Timer (16-bit)
PR [ e
NManagement
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SVIEAO [X]
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_ SHR
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Low Power
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Oscillator
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T =
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XTAL2 [X Oscillator [
System Clock Segment RAM
Corfiguration

< P4.3/COVB

1] CAP

Figure 1.2. CP2401 Block Diagram
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Power On | Port 1/O Corfiguration  |———
Reset »5q PO.O/LCDO
- I = Po.1/LCD1
RST [ Resd > > GPIOBpander | (K] PO2/LCD2
VDD [X Power Net [Vreal l,{ PortO M PO.3/LCD3
Ao LU gl Drivers 5 PO4/LCD4
Power + Power < PO.S/LCDS
GND [X] ] PO.6ILCDG
_T|7 > 2 x Timer (16-hit) - ] PO.7/LCD7
Power 5 P1.oLCD8
Maragemert <] P1.1/LCDO
X P1.2/LCD10
P1.3/LCD11
> 256 Byte SRAM N SOJJS L % P1.4/LCD12
5 P1.5/LCD13
51 P1.6/LCD14
SCK [ = P1.7/L.CD15
MISO [ - N
MOSI
NSS E > (4-wire)
_ SR
INT [ Bus
Host Interface
Low Power
20MHz | LCD Control
Oscillztor
Charge
CLK B4 :IEXt: emq Eick |—» SYSCLK Pump
< a
XTALT [X] MJUX Decode Logic Z P2.0/COINVD
N 3’6‘;31335‘" ] Port 2 D4 P2.1/C0MW
XTALZ 4 | Drivers < P22/00nE
System Clock Segment RAM pd P23/coNS
Corfiguration —»pd CAP
Figure 1.3. CP2402 Block Diagram
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Part 0
Drivers

v

Port 1
Drivers

Power On | Port 1O Configuiration
Reset
RST [X | Rese > b GPIOExpander
Power Net Ny | .
VDD s L o
Poner ) Power
GND [
_T|7 > 2 x Timer (16-hit)
HR = Power
Marmagement
Ly 256 Byte SRAM
SVIEAO [X]
svieal [
S;:)f E SVBUS/I2C ™
(2wire)
_ SR
INT [ Bus
Host Interface
Low Power
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Oscillator
Charge
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CLK [X] CMOS Qock [ 7] SYSELK A
=
XTALT [X] SraRTClock MUX Decode Logic
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Corfiguration
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Drivers

Figure 1.4. CP2403 Block Diagram
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5 P1.5/LCD13
1 P1.6/LCD14
= P1.7/L.CD15
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1.1. Typical Connection Diagram

<
O

L L
gO.‘I uF g‘IO uF

&) o
a <
1 XTAL1 > O LCD
32768 kHz =
—— XTAL2 .
LCDO Segment Pin 1
0
0
0
LCDn Segment Pin (n+1)
MCU CP240x
COMO COMA1
SCK = SCK COM1 COM2
MISO J« MISO COM2 COM3
COM3 COM4
MOSI MOSI
NSS = NSS
GPIO = INT
Px.x
GPIO RST o GPIO, Analog, etc.
GPIO - CLK o
Px.y
GND $ GND
Figure 1.5. Typical Connection Diagram (SPI Interface)
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VDD

L L
gO.'I uF g‘l 0 uF

Q 0
@) <
— O
32.768 kHz = KTALT = LCD
I XTAL2
LCDO Segment Pin 1
o
VDD o
T LCDn Segment Pin (n+1)
MCU CP240x
SMBAO
COMO COM1
SCL |- - SCL COM1 COM2
SDA L« -~ SDA COM2 COM3
COM3 COmM4
GPIO INT
GPIO » PWR Py x
GPIO ~ RST ° GPIO, Analog, etc.
GPIO CLK ©
Px.y
GND |« i = GND
Figure 1.6. Typical Connection Diagram (SMBus/IZC Interface)
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2. Absolute Maximum Ratings

Table 2.1. Absolute Maximum Ratings

Parameter Conditions Min Typ Max Units
Ambient temperature under bias -55 — 125 °C
Storage Temperature —65 — 150 °C
Voltage on any 1/O Pin or RST with respect to GND Vpp >2.2V -0.3 — 5.8 \Y,
VDD <22V VDD + 3.6

Voltage on Vpp with respect to GND -0.3 — 4.2 \Y
Maximum Total current through Vpp and GND — — 500 mA
Maximum output current sunk by RST or any 1/O pin — — 100 mA
Note: Stresses above those listed may cause permanent damage to the device. This is a stress rating only, and functional

operation of the devices at or exceeding the conditions in the operation listings of this specification is not implied.

Exposure to maximum rating conditions for extended periods may affect device reliability.

Rev. 1.0 11
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3. Electrical Characteristics

Table 3.1. Global Electrical Characteristics
Vpp =1.810 3.6 V, —40 to +85 °C unless otherwise specified.

Parameter Conditions Min Typ Max Units
Supply Voltage 1.8 3.3 3.6 \Y
SYSCLK 0 — 25 MHz
Tsysn (SYSCLK High Time) 18 — — ns
TsysL (SYSCLK Low Time) 18 — — ns
Specified Operating Temperature Range -40 — +85 °C
Normal Mode Supply Current (Vpp = 3.0V, 25 °C unless otherwise specified)
20 MHz Internal Oscillator divided by 1, . Vpp=3.6V — 740 790 MA
SYSCLK =20 MHz, SPI data rate = 1 Mbps Vpp=3.0V — 700 —

Vpp =18V — 630 —

Accessing RAM at 1 Mbps — 740 — MA
SYSCLK = 10 MHz, SPI data rate” = 500 kbps — 380 — HA
SYSCLK = 5 MHz, SPI data rate” = 250 kbps — 230 — HA
SYSCLK = 2.5 MHz, SP!I data rate” = 125 kbps — 150 — MA
RAM Preservation Mode Supply Current (Vpp = 3.0V, 25 °C unless otherwise specified)
32.768 kHz SmaRTClock Selected as the — 20 — MA

System Clock, Internal Oscillator Disabled

Ultra Low Power LCD Mode Supply Current (Vpp = 3.0 V, 25 °C unless otherwise specified)

LCD Enabled with Charge Pump Enabled, 4-Mux mode — 2.3 — MA
60 Hz Refresh Rate, No Load 3-Mux mode — 2.3 —
SmaRTClock with 32.768 kHz crystal 2-Mux mode — 2.2 —

static mode — 2.1 —
LCD Enabled with Charge Pump Enabled, 4-Mux mode — 1.7 — MA
60 Hz Refresh Rate, No Load 3-Mux mode — 1.7 —
SmaRTClock in Self-Oscillate Mode (AGC 2-Mux mode — 1.7 —
Enabled, LOADCAP = OXOF) static mode — 1.5 —
Ultra Low Power SmaRTClock Mode Supply Current (Vpp = 3.0V, 25 °C unless otherwise specified)
External Crystal (RTC Timer Enabled) Fosc = 32.768 kHz — 2.5 — MA
CMOS Clock Input on XTAL1 and XTAL2 Pins Fosc = 32.768 kHz — 2.3 — MA
(RTC Timer Enabled)
Self-Oscillate Mode (AGC enabled, Fosc = 14 kHz — 2.0 — MA

LOADCAP = 0x0F) (RTC Timer Enabled)

Shutdown Mode (Vpp = 3.0V, 25 °C unless otherwise specified)

Shutdown (no clocks active, regulator disabled) Vpp=3.6V — 0.030 — MA
VDD =30V —_— 0.020 —_—
VDD =18V —_— 0.015 —_—

*Note: Indicates maximum allowed SPI data rate in this mode. Power measurement taken with no SPI traffic.

12 Rev. 1.0
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Table 3.2. Port I/O DC Electrical Characteristics
Vpp =1.810 3.6 V, —40 to +85 °C unless otherwise specified.

Parameters

Conditions

Min

Typ

Max

Units

Output High Voltage

High Drive Strength, PnDRV.n =1
lon = =3 mA, Port I/O push-pull

lon =—10 pA, Port I/O push-pull
lon = =10 mA, Port I/O push-pull

Low Drive Strength, PnDRV.n =0
lon = —1 mA, Port I/O push-pull
lon =—10 pA, Port I/O push-pull
lop =—3 mA, Port I/O push-pull

Vpp — 0.7
Vpp — 0.1

Vpp — 0.7
Vpp - 0.1

See Chart

See Chart

Output Low Voltage

High Drive Strength, PnDRV.n =1
IOL =8.5mA

IOL =10 HA
loL = 15 mA

Low Drive Strength, PnDRV.n =0
IOL =1.4mA

loL = 10 pA

IOL=4 mA

See Chart

See Chart

0.6
0.1

0.6
0.1

Input High Voltage

Vpp=2.0103.6V
Vpp=1.8102.0V

Vpp — 0.6
0.7 XVDD

Input Low Voltage

Vpp=2.0103.6 V
Vpp=1.8102.0V

0.6
0.3 X Vpp

< K<< <

Input Leakage
Current

Weak Pullup On, V|y=0V, Vpp =18V
Weak Pullup On, Vin=0V, Vpp =3.6 V

20

30

SILICON LABS
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Typical VOH (High Drive Mode)

36
33 — VDD =36V
3 — VDD =3.0V
27 —— VDD =24V
g 24 — VDD =18V
©
> 21

. \
N N

0 5 10 15 20 25 30 35 40 45 50
Load Current (mA)

Typical VOH (Low Drive Mode)

3.6
33 — VDD=36V
3 VDD =30V
27 —_VDD=24V
o 24 — _VDD=18V
©
> 21

. \
1.2 \ \ \
0.9 \ \ \ \

o 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15
Load Current (mA)

Figure 3.1. Typical VOH
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Typical VOL (High Drive Mode)
1.8
\ \ \ —VDD =36V
15
\ \ \ — VDD =3.0V
12 —VDD =24V
2
£ 09 —VDD =1.8V
’ \
0.6 \
0 T T T T T T T T 1
-80 70 60 -50 -40 30 20 -10 0 10
Load Current (mA)
Typical VOL (Low Drive Mode)
1.8
\ \ — VDD =386V
1.5
\ \ — VDD =3.0V
1.2
— VDD =24V
o)
% 0.9 — VDD =18V
’ \
0.6 \
0 T T T
10 -9 -8 -7 -6 -5 -4 -3 -2 -1 0
Load Current (mA)

Figure 3.2. Typical VOL
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Table 3.3. Reset Electrical Characteristics
Vpp = 1.810 3.6 V, —40 to +85 °C unless otherwise specified.

Parameters Conditions Min Typ Max UNITS
RST Input High Voltage 0.7 X Vpp — — \%
RST Input Low Voltage — — 0.3 x Vpp \Y,
RST Input Pullup Current RST=0V,Vpp=18V — 4 — MA
RST=0V,Vpp=3.6V — 20 30

Vpp Ramp Time for Power On' Vpp Ramp from 0-1.8 V — — 1 ms
Power on Reset Delay (Tporpelay) Vpp =18V — 1200 — us
from Start of Ramp until the Reset Vpp=3.0V — 660 900
Complete Interrupt Vpp =3.6V — 575 —
Required RST Low Time to See Note 2 15 — — us
guarantee a System Reset (TrsT)
Startup Delay from Reset De- Pin Reset — 90 100 us
asserted until the Reset Complete
Interrupt (TstarTUP)
Notes:

1. There is no restriction on VDD ramp time if the RST pin is toggled at the end of the ramp.

2. Ifthe RST pin is held low for a shorter time period, a device reset may occur.

Table 3.4. Power Management Electrical Specifications
Vpp = 1.8 t0 3.6 V, —40 to +85 °C unless otherwise specified.

Parameter Conditions Min Typ Max Units
RAM Preservation Mode Wake-Up | From the falling edge of CLK until 10 ns
Time host interface ready
ULP Mode Wake-Up Time (from 3 — 4 RTC
: Port Match or SmaRTClock Wakeup
the falling edge of NSS/PWR to NSS/PWR Pin Wakeup 7 — 8 Cycles
the reset complete interrupt)

Table 3.5. Internal Oscillator Electrical Characteristics
Vpp = 1.81t0 3.6 V; Ty =—40 to +85 °C unless otherwise specified; Using factory-calibrated settings.

Parameter Conditions Min Typ Max Units
. —40 to +85 °C,

Oscillator Frequency Vpp = 1.8-3.6 V 15 20 25 MHz
Oscillator Supply Current (from Vpp) 25°C — 50 — MA
Table 3.6. LCD Electrical Characteristics
Vpp = 1.810 3.6 V; Ty = —40 to +85 °C unless otherwise specified.
Parameter Conditions Min Typ Max Units
Charge Pump Output Voltage Error — +30 — mV

16 Rev. 1.0
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4. Pinout and Package Definitions

Table 1. CP2400/1/2/3 Pin Definitions

Name Pin Numbers Type Description
48-pin 32-pin
SPI | 2c | SPI | |12¢
XTAL1 1 1 1 1 Aln | Crystal Input. This pin is the return for the external oscillator
driver. This pin can be overdriven by an external CMOS clock.
XTAL2 2 2 2 2 A Out | Crystal Output. This pin is the excitation driver for a quartz
crystal.

Vpp 3 3 3 3 | PowerIn|1.8-3.6 V Power Supply Voltage Input.

GND 4 4 4 4 Ground

CAP 48 48 32 32 Power |LCD Power Supply Voltage Output. This pin requires a 10 pF

Out | decoupling capacitor.

CLK a7 47 31 31 DIn |CMOS clock input. This pin should not be left floating.

RST 46 46 30 30 DIn |Device Reset. An external source can initiate a system reset by
driving this pin low for at least 15 ps. This pin has an internal
weak pullup.

INT 45 45 29 29 D Out |Interrupt Service Request. This pin provides notification to the
host. This pin is a push-pull output.

NSS 44 — 28 — DIn |Slave select signal for SPI interface. This pin should not be left
floating.

MOSI 43 — 27 — D In |Master Out/Slave In data signal for SPI interface. This pin
should not be left floating.

MISO 42 — 26 — D Out |Master In/Slave Out data signal for SPI interface

SCK 41 — 25 — D In | Clock signal for SPI interface. This pin should not be left
floating.

PWR — 44 — 28 DIn |Allows SMBus device to enter the Ultra Low Power mode. This
pin should not be left floating.

SCL — 43 — 27 D I/0 | Clock signal for SMBus interface. This pin should not be left
floating.

SDA — 42 — 26 D I/O |Data signal for SMBus interface. This pin should not be left
floating.

SMBAO | — 41 — 25 DIn |Bit 0, SMBus Slave Address. This pin should not be left floating.

PO.0 40 40 24 24 DI1/O |Bit0, Port0

LCDO A Out

PO.1 39 39 23 23 DI1/O |Bit1, Port0O

LCD1 A Out

) Rev. 1.0 17
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Table 1. CP2400/1/2/3 Pin Definitions (Continued)

Name Pin Numbers Type Description
48-pin 32-pin
SPl | 12c | SPI | |12¢

P0.2 38 38 22 22 DI1/O |Bit2, Port0
LCD2 A Out

P0.3 37 37 21 21 D1/O |Bit3, Port0
LCD3 A Out

P0.4 36 36 20 20 D1/O |Bit4, Port0
LCD4 A Out

PO.5 35 35 19 19 DI1/O |Bit5, Port0
LCD5 A Out

P0.6 34 34 18 18 D1/O |Bit6, Port0
LCD6 A Out

PO.7 33 33 17 17 DI/O |Bit7, PortO
LCD7 A Out

P1.0 32 32 16 16 DI1/O |BitO, Port1
LCD8 A Out

P1.1 31 31 15 15 DI/O |Bit1, Portl
LCD9 A Out

P1.2 30 30 14 14 DI/O |Bit2, Portl
LCD10 A Out

P1.3 29 29 13 13 DI1/O |Bit3, Portl
LCD11 A Out
P14 28 28 12 12 D1/O |Bit4, Portl
LCD12 A Out
P1.5 27 27 11 11 D1/O |Bit5, Port1l
LCD13 A Out
P1.6 26 26 10 10 DI1/O |Bit6, Port1
LCD14 A Out
P1.7 25 25 9 9 DI/O |Bit7, Portl
LCD15 A Out
P2.0 24 24 — — D1/O |BitO, Port2
LCD16 A Out
P2.1 23 23 — — DI1/O |Bit1, Port2
LCD17 A Out
18 Rev. 1.0 )
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Table 1. CP2400/1/2/3 Pin Definitions (Continued)

Name Pin Numbers Type Description
48-pin 32-pin
SPl | 12c | SPI | |12¢

p2.2 22 22 — — DI1/O |Bit2, Port2
LCD18 A Out

P2.3 21 21 — — D1/O |Bit3, Port2
LCD19 A Out

P2.0 — — 8 8 D1/O |Bit0, Port2
COMO A Out

P2.1 — — 7 7 DI/O |Bit1, Port2
COM1 A Out

p2.2 — — 6 6 D1/O |Bit2, Port2
COmM2 A Out

P2.3 — — 5 5 D1/O |Bit3, Port2
COM3 A Out

P2.4 20 20 — — DI1/O |Bit4, Port2
LCD20 A Out

P2.5 19 19 — — D1/O |Bit5, Port2
LCD21 A Out

P2.6 18 18 — — D1/O |Bit6, Port2
LCD22 A Out

P2.7 17 17 — — DI/O |Bit7,Port2
LCD23 A Out

P3.0 16 16 — — D1/O |BitO, Port3
LCD24 A Out

P3.1 15 15 — — D1/O |Bit1, Port3
LCD25 A Out

P3.2 14 14 — — DI/O |Bit2, Port3
LCD26 A Out

P3.3 13 13 — — D1/O |Bit3, Port3
LCD27 A Out

P3.4 12 12 — — D1/O |Bit4, Port3
LCD28 A Out

P3.5 11 11 — — DI/O |Bit5, Port3
LCD29 A Out
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Table 1. CP2400/1/2/3 Pin Definitions (Continued)

Name Pin Numbers Type Description
48-pin 32-pin
SPl | 12c | SPI | |12¢
P3.6 10 10 — — DI1/O |Bit6, Port3
LCD30 A Out
P3.7 9 9 — — DI/O |Bit7, Port3
LCD31 A Out
P4.0 8 8 — — D1/O |BitO, Port4
COMO A Out
P4.1 7 7 — — DI/O |Bit1, Port4
COM1 A Out
P4.2 6 6 — — DI1/O |Bit2, Port4
COmM2 A Out
P4.3 5 5 — — D1/O |Bit3, Port4
COM3 A Out
20 Rev. 1.0 )
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Notes:

All dimensions shown are in millimeters (mm)
unless otherwise noted.

Dimensioning and Tolerancing per ANSI
Y14.5M-1994.,

This drawing conforms to JEDEC outline
MO-220, variation VKKD-4 except for
features D2 and L which are toleranced per
supplier designation.

Recommended card reflow profile is per the
JEDEC/IPC J-STD-020 specification for
Small Body Components.

Figure 4.7. QFN-48 Package Drawing
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